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UNDERVANNS IP KAMERA
MED WINDOW CLEAN FUNKSJON

Varenr. 152-970 Undervannskamera m/
window clean function 10 m kabel

Varenr. 152-972 Undervannskamera m/
window clean function 20 m kabel

Main Advantages:

Resolution: 2MP 1920*1080P,60FPS ,color 0.001Lux F1.2,black/white 0.0001Lux F1.2

Zoom lens: 2.8-11mm (H.FOV:90°-35°) Motorized zoom lens

lllumination: Light sensor controlled 3 white light ,10 level brightness settings, Light sensor controlled 4 infrared
light,10 level brightness settings

Demension: ®70mm*140mm

Waterproof: Maximum 500Kpa (Waterpressure resisitance 50M)

Andre kabellengder kan leveres.
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https://www.holund.no/kameraovervaaking/kamera-cctv/undervannskamera/undervannskamera-m/window-clean-function-10m-kabel
https://www.holund.no/kameraovervaaking/kamera-cctv/undervannskamera/undervannskamera-m/window-clean-function-20m-kabel

UNDERVANNS IP KAMERA
MED WINDOW CLEAN FUNKSJON

Varenr. 152-971 Undervannskamera m/
window clean function 10 m kabel

3 in 1 Digital Underwater Camera
Equipped with cleaning brush to reduce attachment on the lamp and camera, time and labor-saving.

HD-video: 18P underwater HD video

Weight: 3,5 kg (ex cable)

Shell material: coorosian resistant 316L stainless steel

Cable length: 15m (can be extended to 75m)

Image output: 1920(H)x1080(V), 1080pHd

Underwater viewing angle: about 75°x50°

Application: Observation of marine pastures, coral reefs, aquaculture, rivers and lakes

Andre kabellengder kan leveres.
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UNDERVANNS IP KAMERA SYSTEM MED TELESKOPARM

Varenr. 152-960 Undervanns IP kamera system med teleskoparm 20 m kabel
Varenr. 152-961 Undervanns IP kamera system med teleskoparm 50 m kabel

Camera: ®70mm*100mm

Water depth: 100m

Resolution: 2MP

Lens: 2.0mm fix lens

lllumination Color: 0.001Lux;F1.2
Net weight: 1.5kg

Andre kabellengder kan leveres.

var neftside ved & taste inn varenummer under SGK.
Wi d.no



http://www.holund.no
https://www.holund.no/kameraovervaaking/kamera-cctv/undervannskamera/undervanns-ip-kamera-med-12m-teleskopmast-20m-kabel
https://www.holund.no/kameraovervaaking/kamera-cctv/undervannskamera/undervanns-ip-kamera-12m-teleskopmast-50m-kabel

UNDERVANNS IP KAMERA

SMP 26FPS / ZMP GOFPS camera

Light sensor

cable

T0mm

i
RJ45 network port J16L aLainloss atecl

DCIZV power inpul

Varenr. 150-322 Undervanns IP kamera 50 m kabel
Varenr. 152-965 Undervanns IP kamera 20 m kabel

Andre kabellengder kan leveres.

Dimension: ®70mm*65mm
Water depth: 50m

Resolution: 2MP/3MP/4MP/5MP
Lens: 2.8mm

lllumination Color: 0.01Lux F1.2
Dimness: 10 level

Cable: 5m/10m/20m/30m/50m
Net weight: 1.5kg
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Dimension: ®70mm*100mm
Water depth: 50m-100m
Resolution: 5MP

Lens: 2.8mm

Varenr. 152-963 Undervanns kamera m 2,8 mm objektiv 20 m kabel
Varenr. 152-964 Undervanns kamera m 2,8 mm objektiv 50 m kabel

Andre kabellengder kan leveres.
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UNDERVANNS IP KAMERA

; '_.;1

Dimension: ®46mm*80m Cable 5M-80M
Water depth: 50m-100m

Option Lens: 2.3mm(H/V:110°/85°)
Resolution: 2MP

Net weight: 0.7KG

lllumination Color: 0.001Lux F1.2

Varenr. 152-966 Undervanns IP mini kamera 20 m kabel
Varenr. 152-967 Undervanns IP mini kamera 50 m kabel

Andre kabellengder kan leveres.
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https://www.holund.no/kameraovervaaking/kamera-cctv/undervannskamera/undervanns-ip-minikamera-20m-kabel
https://www.holund.no/kameraovervaaking/kamera-cctv/undervannskamera/undervanns-ip-minikamera-50m-kabel

PATCHKABEL KAT 6 VANNTETT

Varenr. 435-584 Patchkabel kat 6 vanntett 5m
Varenr. 435-585 Patchkabel kat 6 vanntett 10m
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UNDERVANNS IP PTZ DOME KAMERA

Dimension: 158*158*150mm
Water depth: 100m-120m
Resolution: 2MP

Lens: 3.8-38mm(F1.8-3.2)
Zoom: 10*10 zoom

Cable: CAT6, 100M-150M
Pan: 360°

Net weight: 0.7KG

Tilt: 90°

Varenr. 152-953 Undervanns IP PTZ Dome kamera 10 m kabel
Varenr. 152-954 Undervanns IP PTZ Dome kamera 20 m kabel
Varenr. 152-957 Undervanns IP PTZ Dome kamera 50 m kabel

Andre kabellengder kan leveres.
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https://www.holund.no/kameraovervaaking/kamera-cctv/undervannskamera/undervannskamera-ptz-10m-kabel
https://www.holund.no/kameraovervaaking/kamera-cctv/undervannskamera/undervannskamera-ptz-25m-kabel
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UNDERVANNS MINIKAMERA

M2C2650GXB

Varenr. 152-956 Undervanns mini kamera 160 gr 30 m kabel

Andre kabellengder kan leveres.

Introduction:

The camera adopts high-performance SONY 2MP chipset.
High SNR, low illumination and low power consumption.

It is small size, durable and stable, easy to operate and
install. Suitable for inspecting underwater, pipelines, roads,
warehouses, underground parking, bars, machine tools,
antiterrorism, rescue, forensics and medical equipment and
other dark or no light environment.

Main features:

Housing material: 304 stainless steel

2.0 MP high-performance Sony CMOS

Shutter time: 1/25 (1/30) s to 1/50,000 s

View angle 900/1600, near focus distance: 4-12 cm/far focus distance: 2-100 cm
Video Frame Rate: PAL: 1080p@25fps NTSC: 1080p@30fps

Light source: 9 or 12 pcs White LED or Invisible IR 940nm or IR850nm

HD Video output: HD-TVI, CVI, AHD, CVBS, 1 drom 4, LED brightness can adjustable or 4-in-1 min switch button,
light always on

Video output: 1.1Vp-p Composite Output (75C/BNC)

Operating conditions: - 200C - 600C

Power supply: DC5-12V

Waterproof rate: IP68

Standard cable length: 0,5m
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UNDERVANNSKAMERA

Varenr. 152-951 Undervannskamera m/ 6-22mm zoom
objektiv 100m kabel

Specifications:

Effective Pixels 1920 * 1080 Approx. 2M Pixels
Lens 6-22mm Motorized Zoom Lens
Resolution 1920 * 1080P

Dimensions 134(0) x73(<I>)mm

Weight Approx. 2,000g (Excluding cable)

Features:

SONY 2MP COMS Sensor

High Sensitivity; High Performance (Star Lighting Class)

Enhanced OSD Function to adjust the image

Advance design with decompression compartment for suitable operation under water@ Use Anode
processed Surface

Under Water down to 70 Meters

48 White LED lllumination Range: Up to 20 Meters

UTC controller for switching LED lamp to ON/OFF , OSD and Zoom / Focus

Andre kabellengder kan leveres.
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https://www.holund.no/kameraovervaaking/kamera-cctv/undervannskamera/undervannskamera-m/-6-22mm-zoom-objektiv-100m-kabel
http://www.holund.no

Features:
1/2.. 772.0 Mega pixels CMOS sensor

Full HD 1080P / 30 fps

Ultra Low Light , Color reproduced at Night

Built in 18 White Light LEDs

Digital Wide Dynamic Range; Motion Detection, Privacy Mask, Defog
Low operation temperature and power consumption.

Enhanced 2D / 3D Noise Reduction

UTC control / Frame Rate Control

IP 68 water proof
12V DC

UNDERVANNSKAMERA

Varenr. 152-950 Undervannskamera m/50m kabel BNC-Hun
50 Meter depth / 6mm 3MP LENS

Specifications:

Effective Pixels: 1920 (H) x 1080 (V) approx. 2.0 M pixels
Available Lens: 6mm 3MP Fixed Lens

Resolution: 1920 * .1080P

Cable: 50 Meter with BNC female and DC jack

Andre kabellengder kan leveres.
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UNDERVANNSKAMERA

Varenr. 152-949 Undervannskamera m/30m kabel BNC-hun

Specifications:

Model No.: FST-W70SM3-30-FIX FST-W70SM3-30-Varifocal
Effective Pixels: 1920 * 1080 Approx. 2M Pixels

Lens: 6mm / F1.4 2.8-8mm Motorized Zoom via UTC
Resolution: 1920 * 1080P

Cable Length: 30 Meter with DC plug and BNC

Features:

1/2.8” 2MP COMS Sensor

High Sensitivity ; High Performance (Star Lighting Class)
Enhanced OSD Function to adjust the image

Use Anode processed Surface

Under Water down to 30 Meters

White LED lllumination Range: Up to 5 Meters with color image
LED switched to ON/FF by Remote Controller

Andre kabellengder kan leveres.
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UNDERVANNSKAMERA

Varenr. 152-959 Undervannskamera HD 4MP m/20 kabel
Andre kabellengder kan leveres.

Color HD camera underwater camera is a widely used and effective monitoring product in
underwater engineering!

The underwater camera adopts 304 stainless steel shell and 60m long wire, which can see the
breeding monitoring of plankton underwater bubbles in clear water, marine salvage and 4 million
pixel high-definition underwater camera underwater microscope.

The camera itself can be manually dimmed to facilitate use in different underwater environments.
Use AV input to 4K HD TVs and HD DVR

The camera can be installed horizontally or vertically

The camera adopts high-strength cable connection and tensile strength, which can be monitored
for a long time up to 20m underwater

Picture pixels: 4,000,000 pixels, AHD 1920(H)x1080(V), high degree of color restoration, not
distortion of scenery.

Lens size: 3.6mm

Power supply: DC12V

Tip: This 4 megapixel full HD camera cannot be directly connected to an ordinary

monitor, but can only be connected to an AHD HD video recorder.
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UNDERVANNS ZOOM IP KAMERA INSPEKSJON SYSTEM

Varenr. 152-962 Undervanns zoom IP kamera inspeksjon
system 50 m kabel

1080P Full HD Under Water Inspection Camera SystemDZ10010-SS-WCB

Application: widely used in aquaculture (fish, sea cucumber, etc.).underwater wedding photography,
submarine marine life research, water pipe pile hole imaging, downhole TV, underwater investigation,
underwater operations (such as checking the cage hole), diving adventure, underwater engineering
acceptance, downhole observation (such as drilling wells), leisure, fishing, etc .

Specifications:

Camera size: 370MM*140MM(L),1080P full HD Camera Head.
Resolution: 2 MP 1920x1080P FS

Sensor: 1/1.8” SONY CMOS sensor.

Zoom lens: 2.8-11mm (H.FOV:90°-35°) Motorized zoom lens
Illumination: Light sensor contorlled 3 white light ,10 level brightness settings, Light sensor
contorlled 4 infrared light ,10 level brightness settings

With 4 ports

13.3 inch 1080P full DH Display screen

24 difference menu languages

500G Hard Driver

Support wireless mouse

Support LAN.WAN

H.264 and AVI video format

Andre kabellengder kan leveres.
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UNDERVANNS ZOOM IP KAMERA INSPEKSJON SYSTEM

Varenr. 152-955 Undervannskamera inspeksjon system
9” skjerm 30m kabel i koffert

CAMERA SIZE

85M

76MM

Specifications:

Program: Parameter

Display: HD wide viewing angle

Camera: High resolution

Camera light souce: 36 pcs bright night light

185MM

55MM

34MM

Features:

+ 360°panning camera, wide viewing angle.

+ Metal housing: strong, durable and easily radiating.

+  HD SNOY camera

+ High resolution camera, clear picture, with 36 bright night vision lights (24pcs white light, 12pcs infrared lights),
perfect vision effect. 5.white light and infrared light can be switched, the light can be turned on or off.

« High quality special cable, waterproof and anti-corrosion/cold/tensile.

+  12V4500MAlithium battery

+ LCD screen

+  HD wide viewing angle .

+ Leather sunshade with magnets

« 10 Deeply waterproof function: professional sealed waterproofing process; waterproof grade: IP68

Andre kabellengder kan leveres.
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KONTROLLKABINETT

Varenr. 152-826 Kontrollkabinett monitor HD 13,3” for IP kamera

Display specifications:

«  Screen: 13.3-inch 1080P Full HD LED screen,Wide viewing angle,Can clear the image details
+ IP65 waterproof rating, to prevent jet water immersion

+ Resolution:16:9 1920 X 1080(V)

« 0OSD language: English, Chinese, etc. (12 languages available)

Video control box specifications:

«  With dvr function, support for video, playback, query, copy and so on

+  Support 24 languages

+  Support for controlling the display function

«  Support external hdmi display output

+ Display pixels: 1920*1080p

+  Storage pixels: 1920*1080p

+  Built-in 500gb hard drive, long time storage 1080p hd video.

+  Anti-knock, effectively ensure that the internal components of normal work.

+ Ip65 waterproof rating, to prevent the jet of water immersion.

«  Support audio input, you can record the sound through the microphone, stored to the hard disk.

«  Support usb output for the phone to provide emergency charging.

+  Support mobile phones and computer lan, wan, through the rj45 network port to watch the camera and view
the video

+  Support the mouse for quick operation

+ Video format: h.264 And avi

Datablad for produktene finner du‘pa var nettside ved 4 taste inn varenummer under SOK.
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Varenr. 153-020

Varenr. 153-021

153-020 2688x1520 84°x44,8° 12 VDC 1,5-3m 30 -45°C
153-021 2688x1520 39,4°x22,1° 12 VDC 1,5-3m 30 - 45°C

Varenr. 153-025

153-025 3000 55°x35° 12 VDC 3m -40 - 300°C
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OPPTAGER DVR

HIKVISION D @ & i HIKVISION

Varenr. 150-979 Varenr. 150-982

Varenr. 150-981

HIKVISION.

Varenr. 150-983 Varenr. 150-995
Varenr. Standard Kanaler Driftsspenning Tilkobling Storrelse mm Vekt Driftstemperatur
150-979 IP/analog 4 12 VDC 4xBNC,2xIP 315X242X45 1,16 -10- +55°C
150-981 IP/analog 8 12VvDC 8xBNC, LANx2xIP | 380x320x48 1,78 -10- +55°C
150-982 IP/analog 4 48 VDC 4xBNC+LAN (IP 315x242x45 1,16 -10- +55°C
channel)
150-983 IP/analog 8 12VvDC 8xBNC+LAN 380x320x48 1,5 -10- +55°C
150-995 IP/analog 16 12 VDC 16xBNC+LAN 380x320x48 2,0 -10- +55°C

OPPTAGER NVR

| |

Varenr. 150-970 Varenr. 150-974 Varenr. 150-976

Varenr. 150-971

Varenr. Standard Kanaler Driftsspenning Tilkobling Storrelse mm Vekt Driftstemperatur
150-970 IP 4 12VDC Lan/RJ45 260X225X48 1,45 -10- +55°C
150-971 IP 4 48 VDC Lan/RJ45 315X240X48 2,3 -10- +55°C
150-974 IP 8 12 VDC Lan/RJ45 385X315X52 2,95 -10- +55°C
150-976 P 4 12 VDC Lan/RJ45 315X242X45 1,16 -10- +55°C

Datablad for produktene finner du pa vér nettside ved & taste inn varenummer under SOK.
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Front view

Rear view

Rear view

View of the included accessories

The included accessories

Varenr. 150-830 PoE Switch 8 x 8 PoE )
Varenr. 150-832 PoE Switch 16 x 16 PoE

Varenr. 150-994 Varenr. 150-993 Varenr. 150-991 Varenr. 150-990
HDD Seagate SkyHawk 8TB HDD Western Digital 6TB  HDD Western Digital 3TB HDD Western Digital 2TB
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TRADL@S MULTIBAND WIFI 2,4/5 GHZ 4G LTE RUTER

Tradlgs Multiband Router-Gateway 4G LTE
TP-Link Varenr. 250-308

TP-Link Archer MR200-ruteren deler 4G LTE-
nettverket med flere Wi-Fi-enheter. Begge to
frekvensomrade 2,4 GHz og 5Ghz.

4G LTE opp til 150 Mbps.

Integrerte antenner med hoy forsterkning. Enkel
konfigurasjon.

Dobbeltband: 300 Mb / s (2,4 GHz) og 433Mb /
s (5GHz). LAN / WAN-port kan brukes for ekstra
kablet forbindelse med Internett.

Takket veere det integrerte 4G LTE-modemet

er det nok & installere SIM-kortet og sla

pa enheten. Ruteren kobles automatisk til
operatgrens nettverk.

Tradles 2,4/5 GHz Multiband ruter 4G LTE
Varenr. 250-300

TP-Link Archer MR600-ruteren deler
4G-nettverket med flere WiFi-enheter. Begge to
frekvensomrade 2,4 GHz og 5 GHz.

4G LTE opp til 150Mbps.

Integrerte antenner med hoy forsterkning.

Enkel konfigurasjon.

Dobbeltband: 300 Mb/s (2,4 GHz) og 867 Mb/s.
LAN/WAN-port kan brukes for ekstra kablet
forbindelse med Internett.

Det integrerte 4G LTE-modemet gjor at det bare
er & installere SIM-kortet og sla pa enheten.
Ruteren kobles automatisk til operaterens
nettverk.

Datablad for produktene finner du pa var nettside ved & taste inn varenummer under SGK.
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https://www.holund.no/kataloger

HOLUND ELEKTRONIKK AS ble etablert 1990 og er i dag en betydelig leverander
av ulike elektronikk produkter til elektronikkbransjen, grossister, kraft/nettselskaper,
industri, forsvaret, stat og kommuner.

Vi har et bredt varesortiment som bestar av produkter fra Asia og USA samt produkter
fra flere kjente europeiske produsenter og leverandgorer.

Vi har lang bransjeerfaring og holder til pa Skjetten 20 km nord for Oslo. Her har vi
et rikholdig lager for raskt & kunne betjene vare kunder.

For en komplett oversikt over hva vi kan tilby, se var webside www.holund.no.
Datablad for produktene finner du ved & taste inn vart varenummer under sgk.

Vi ensker med denne katalogen at dere kan finne bade oss og vare produkter
av interesse, slik at vi kan fa til et samarbeid til glede for alle parter.

www.holund.no

Adresse:
Hvamsvingen 24 Telefon: (+47) 64 83 82 00

HOLUND ELEKTRONIKK As 2013 Skjetten E'pOSt: OSt@hOlUnd.nO
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