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VII. Specification                                                         
Image Sensor 2MP SONY Image Sensor 

Signal System PAL/NTSC 

Effective Pixels 1920(H)*1080(V) 

Min. Illumination 0.0001Lux @ F1.2 

Shutter Time 1/25(1/30) s to 1/50,000 s 

View angle 160°(M2C2650GXA/M2C2650GXB/M2C2416GXA/M2C2416GXB) 

90°(M2C2670GXA/M2C2670GXB/M2C2490GXA/M2C2490GXB) 

Vision distance near focus distance：4-12cm(M2C2650GXA/M2C2670GXA/M2C2416GXA/M2C2490GXA) 

far focus distance：20-100cm(M2C2650GXB/M2C2670GXB/M2C2416GXB/M2C2490GXB) 

LED 9 or 12pcs bright LEDS/IR850/IR940nm 

Video Frame Rate PAL: 1080p@25fps NTSC: 1080p@30fps 

HD Video Output HD-TVI, CVI, AHD, CVBS 

CVBS Video Output 1.1Vp-p Composite Output(75Ω/BNC) 

S/N Ratio 65dB 

Gain Control Auto 

White Balance Auto 

Operating Conditions -20 °C - 60 °C  

Power Supply DC5-12V 

Power Consumption 1W MAX 

Waterproof rate IP68 

Dimension 29.5mm×58mm(M2C2650GXA)/29.5mm×57mm(M2C2650GXB)/29.5mm×68mm(M2C2670GXA) 

29.5mm×67mm(M2C2670GXB)/24mm×53mm(M2C2416GXA/M2C2416GXB)/24mm×63mm(M2C2490GXA/M2C24

90GXB) 

Weight 

 
150g(M2C2650GXA/M2C2650GXB)/160g(M2C2670GXA/M2C2670GXB) 
116g(M2C2416GXA/M2C2416GXB)/135g(M2C2490GXA/M2C2490GXB) 


