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Datasheet 2

E60-300F 0 dB (M6)

Flexible full 1/4 A spring loaded customer tunable
antenna whip

Flexible spring loaded customer tunable antenna whip especially made for
use with "E"-type mounts (bases) on vehicle roof etc.

® CUSTOMER TUNABLE (BY CUTTING)
* CUTTING TABLE FOR TUNING SUPPLIED

Electncal Specifications:

Frequency 60 - 300 MHz (4M-BAND)
Impedance 50 obm

Polarisation Vertical

Gain 0 dBd, 2.1 dBi
Bandwidth 20 MHz

VEWR =20

Max. Power 100 W

Mechanical Specifications:

Color Black

Height Approx. 1285 mm (Before cutting)
Weight 1159

Mounting On "E™-type mounts

Materials Stainless steel, PE and brass
Sseblb 28 -40C 10 +70C

Connector 1 M8 Intemnal thread

Mounting place Vehicle roof

Mounting Instruction m must be cut to specified frequency. Cutting Table

Ordering information
Part no. E12208
Part no. E12208IF (Bulk packing)

Packing information:
Packing P'd,‘.l'bﬁli_] or bulk
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Outline Drawing
1353 15.7%

All lengths are measured from the car-roof to the top of the
antenna (top-knob excluded) 1

Lengths may be different from those shown in this table depending on
the actual mounting location !

Frequency (MHz) Length {mm) l
60-70 1185
65-75 1105
70-80 1030
75-85 965 L
B0-90 900

S0-105 775
115-125 625
120-130 585
125-135 570
130-140 550
135-145 525
140-150 505
145-155 480
150-160 475
155-165 460
160-170 440
165-175 425
170-180 410
175-185 400
180-190 390
185-195 385
190-200 375
200-220 350
220-240 325
240-260 305
260-280 280
280-300 260
380-430 184
420-470 169
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