LPD : LPD170-400

LPD-ANTENNA LPD170-400

Type LPD170-400
Frequency 170...400 MHz
Bandwidth 230 MHz

Impedance 50 @ DC grounded
VSWR 2,0 typical, 2,5 max.
Polarisation Horizontal or vertical
Gain 7 dBi

E-plane 3 dB beam width [ 75° nominal

H-plane 3 dB beam width | 110° nominal
Electrical downtilt None

Front to back ratio 15 dB typical

Max. Continuous power 250W Cw

RF-connector

N-female on a 600mm fixed jumper

Operational windspeed

40 m/s (default)

Survival windspeed

55 m/s (default)

Wind area

0,25 m2

Dimensions (H x W x D)

900x140x1350mm, in vertical polarization

Weight

5,0 kg antenna only, add 2,0 kg for the standard
mounting kit AETM160-6 with L-profile for vertical

mounting.
Mounting diameter & 30...115 mm pipe
Materials Aluminium

Glassfiber

Glass reinforced PE
Options Colour

Detachable elements
Mounting kit/method
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MOUNTING ACCESSORIES : AETM160-6

ANTENNA MOUNTING SET AETM160-6

Parts list pcs

U40-160 clamp 2
M12x250 headless screw |2
M12 nut 6

Dimensions (H x W x D) (2 x H)

L 60-6
See above drawing

Weight 1,9 kg per point
Mounting diameter 35...115 mm pipe
Materials Hot dip galvanized steel
Versions -

Options With lightweight clamp:

AETM160-6-L

With A2/AISI304 brackets and
hardware:

AETM160-6-A2

With A4/AISI316 brackets and
hardware:

AETM160-6-A4
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